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for Low Flows 
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H-4400
Nyíregyháza, Derkovits u. 132-136.

	 Office: 
	 +36 42 342 215

	 +36 42 500 175
	 info.hu@kobold.com
	 www.koboldunirota.com

   KOBOLD companies worldwide:

ALGERIA, ARGENTINA, AUSTRALIA, AUSTRIA, BELGIUM, BULGARIA, CANADA, CHILE, CHINA, CO-
LUMBIA, CZECHIA, DOMINICAN REPUBLIC, EGYPT, FRANCE, GERMANY, GREAT BRITAIN, HUNGA-
RY, INDIA, INDONESIA, ITALY, MALAYSIA, MEXICO, MOROCCO, NETHERLANDS, PERU, PHILIPPIN-
NES, POLAND, ROMANIA, SINGAPORE, SLOVAKIA, SOUTH KOREA, SPAIN, SWITZERLAND, TAIWAN, 
THAILAND, TUNISIA, USA, VENEZUELA, VIETNAM
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●	 �Measuring range: 	
Water: 1-10...13-130 L/h	
Air: 0.01-0,1...0,25-2,5 Nm³/h

●	 Accuracy class: 4 acc. to VDI/VDE

●	 pmax: 16 bar; tmax: 100 °C (65 °C for PVC)

●	 �Connection: 1/4" NPT female or G"1/4 female  

●	 �Material: stainless steel or POM-C
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Technical Details 
Installation position:	 vertical, flow from bottom
Accuracy class:	 4 acc. to VDI/VDE 3513
Max. pressure:	 16 bar
Process temperature:	 0...+100 °C
	 0...+70°C with contact
Ambient temperature:	 0...+100°C
	 0...+70°C with contact
Protective category: 	 IP 65
Connections:	 1/4 NPT; G"1/4 (female backward)
	 Option: hose nozzle for 8-10-12 mm hose
Weight: 	 ca. 0,45kg

Materials
Fitting:	 stainless steel (1.4401, 1.4301) or POM-C
Measuring tube: 	 borosilicate glass
Float stop:	 PTFE
Float:	 stainless steel (1.4401,1.4301),PVC,PTFE
Gasket:	 FPM, EPDM, NBR
Valve:	 stainless steel (1.4401, 1.4301)

Limit switches (option)
The flow meters can be fitted with limit switches as an option. These 
limit switches are cylinder type proximity switches. The electrical con-
nection is via 2m cable.

The following types are available:
Monostable
Are used preferably as Min. or Max. contact.

Description
The flow meters and switches for low flows model 
UMR and UXR for liquids and air operate on the sus-
pended float principle: that is, the installation position 
is vertical and the direction of flow is from bottom to 
top.
The instruments have been designed as simple and 
thus economical measuring systems. The float for 
UMR is a ball, whereby the indication point is the 
middle of the ball. The float for UXR is a bomb form 
float, whereby the indication point is the top of the 
float. The appliance is available with or witout needle 
valve as well.
The models UMR and URA are similar with one dif-
fererent: model URA is a footed structure used mainly 
in schools and laboratories where they are fitted on 
top of desks.

code housing connection valve float gaskets tube

0 POM-C
POM-C (for I2)

Nikkel plated brass
(for H2, H3, H4)

1.4301

Aluminium
PVC
PP

1.4301
1.4404

Viton
NBR

EPDM
silicone

borosilicate glass
3 1.4301 1.4301 1.4301 1.4301 Viton
5 1.4404 1.4404 1.4404 1.4404 Viton

9*
POM-C
1.4301
1.4404

POM-C (for I2)
Nikkel plated brass
(for H2, H3, H4)

1.4301
1.4404

1.4301
1.4404

Aluminium
PVC
PP

1.4301
1.4404

Viton
NBR

EPDM
silicone

Material combinations

*on requirest of the costumer
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Liquids Order Details

type lenght
measuring ranges

needle valve connection switch otherwater [l/h]

UMR-0 
UMR-3 
UMR-5 
UMR-9

S = 90 mm* 
L = 127 mm

10H=1...10

0 = without 
 
1 = with valve

I2 = G“1/4 
N2 = NPT“1/4 
H2 = hose pipe 1/4“ 
H3 = hose pipe 3/8“

0 = none

Y = miscella-
neous options. 
Please specify in 
writing

12H=1,6…16
14H=2,5…25
16H=4…40

XR-0 
UXR-3 
UXR-5 
UXR-9

S = 190 mm 
L = 250 mm

10H=1...10

0 = none 
P = 1 PNP

12H=1,6…16
14H=2,5…25
16H=4…40
18H=6,3…63
20H=10…100

21H=13…130

URA-0 
URA-3 
URA-5 
URA-9

S = 190 mm 
L = 250 mm

10H=1...10
12H=1,6…16
14H=2,5…25
16H=4…40
18H=6,3…63
20H=10…100

type lenght
measuring ranges

needle valve connection switch otherair [Nm³/h]

UMR-0 
UMR-3 
UMR-5 
UMR-9

S = 90 mm* 
L = 127 mm

10L=0,01…0,1

0 = without 
 
1 = with valve

I2 = G“1/4 
N2 = NPT“1/4 
H2 = hose pipe 1/4“ 
H3 = hose pipe 3/8“

0 = none

Y = miscella-
neous options. 
Please specify in 
writing

12L=0,016…0,16
14L=0,025…0,25
16L=0,04…0,40
18L=0,063…0,63
20L=0,1…1,0
22L=0,16…1,6
23L=0,2…2,0

UXR-0 
UXR-3 
UXR-5 
UXR-9

S = 190 mm 
L = 250 mm

10L=0,01…0,1

0 = none 
P = 1 PNP

12L=0,016…0,16
14L=0,025…0,25
16L=0,04…0,40
18L=0,063…0,63
20L=0,1…1,0
22L=0,16…1,6
24L=0,25…2,5

URA-0 
URA-3 
URA-5 
URA-9

S = 190 mm 
L = 250 mm

10L=0,01…0,1
12L=0,016…0,16
14L=0,025…0,25
16L=0,04…0,40
18L=0,063…0,63
20L=0,1…1,0
22L=0,16…1,6
24L=0,25…2,5

Gases Order Details

*just made of stainless steel
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Dimensions


